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Installation Cabinets

LK Installation Cabinet 550

» Type-approved and tested in accordance with SP method 5676.

Prefabricated LK Installation cabinet 550 are manufactured to your specifications and
requirements and are therefore made to order. The cabinets are made of powder-coated steel
sheet in white (RAL 9016) and feature a watertight base with a 50 mm-high front edge. They
are tested and approved in accordance with Pipe in tube systems (NT VVS 129) and SP-5676.

Connection to water meter 1 female thread, 220/190 mm. Incoming cold-water service feed
is routed from below. The cabinet is available in versions for cold-water service connection on
the right- or left-hand side.

Different frame/hatch options are available depending on the installation location:
» LK Frame/hatch UNI for recessed and surface-mounted installation.

+ LK Wet zone hatch PRESEAL for installation in walls with a waterproofing layer.

» LK Hatch HIDDEN for an installation that blends into the wall.

For more information, see the Frames/Hatches range.

For convenient installation on, for example, semi-precast slabs, LK Support Stand IP V2 with
accessories can be used.

Article Installation dims. (WxH  No. of outlets CW down No. of outlets WW down Inlet Side
x D)
P8800-MS 550 x 710 x 120 mm 8 6 Right
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LK Installation Cabinet 650

» Type-approved and tested in accordance with SP method 5676.

Prefabricated LK Installation cabinets are manufactured to your specifications and
requirements and are therefore made to order. The cabinets are made of powder-coated steel
sheet in white (RAL 9016) and feature a watertight base with a 50 mm-high front edge. They
are tested and approved in accordance with Pipe in tube systems (NT VVS 129) and SP-5676.

Connection to water meter 1" female thread, 220/190 mm. Incoming cold-water service feed
is routed from below. The cabinet is available in versions for cold-water service connection on
the right- or left-hand side.

Different frame/hatch options are available depending on the installation location:
+ LK Frame/hatch UNI for recessed and surface-mounted installation.
For more information, see the Frames/Hatches range.

LK Drainage Elbow V2 complete is included to ensure leakage indication out through the wall.
A protective cover bag for weather protection is also included to pull over the cabinet during
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the construction phase.

For convenient installation on, for example, semi-precast slabs, LK Support Stand IP V2 with
accessories can be used.
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Cold Water Manifold Cabinet

LK Manifold Cabinet 350, cold water

» Type-approved and tested in accordance with SP method 5676.

Prefabricated LK Manifold Cabinets are manufactured to your specifications and
requirements and are therefore made to order. The cabinets are made of powder-coated steel
sheet in white (RAL 9016) and feature a watertight base with a 50 mm-high front edge. They
are tested and approved in accordance with Pipe in tube systems (NT VVS 129) and SP-5676.

Different frame/hatch options are available depending on the installation location:
+ LK Frame/hatch UNI for recessed and surface-mounted installation.

+ LK Wet zone hatch PRESEAL for installation in walls with a waterproofing layer.

+ LK Hatch HIDDEN for an installation that blends into the wall.

For more information, see the Frames/Hatches range.

For convenient installation on, for example, semi-precast slabs, LK Support Stand IP V2 with
accessories can be used.
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