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Water Safety Unit

LK CubicSecure

•   Smart water safety unit
•   Smallest construction dimensions on the market
•   Plug-Play installation

LK CubicSecure measures your water flow and detects water leaks immediately. The water
safety unit protects your home from damage caused by drip leakage and broken water pipes.
The compact design makes LK CubicSecure easy to install and fits in cabinets.

LK CubicSecure works completely on its own and does not need any connection to the
internet. If, on the other hand, you want to receive notifications about alarms and the
opportunity to see your individual water consumption, the product needs to be connected to
Wi-Fi. When the device is connected, you can control LK CubicSecure remotely through LK's
App.

LK CubicSecure is developed and manufactured in Sweden with advanced technology for
water measurement.

Article Dim. Length Color Packaging

188 26 67 ¾" EuroCone 110 mm White 1

LK CubicDetector

•   Detects water leaks
•   Wi-Fi alarm notifications
•   Easy to position – no installation required

LK CubicDetector is a type-approved water alarm designed to be placed wherever water leaks
may occur, for example beneath household appliances and taps or on the floor in a utility
room. It sounds an audible alarm immediately on contact with water and sends a notification
to your mobile phone.

The water alarm can be used as a standalone unit or together with LK CubicSecure, which
automatically shuts off the water supply when an alarm is triggered.
In the MyLK app, you can monitor temperature and humidity and receive a warning if the
temperature becomes too low.

Please note: Wi-Fi is required to connect to the MyLK app, receive notifications on your mobile
phone and communicate with LK CubicSecure. Without Wi-Fi, LK CubicDetector functions as
a local water alarm and sounds an audible alarm when it comes into contact with water.
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For confined or hard-to-reach areas, LK CubicDetector can be supplemented with LK
CubicSensor, a compact external sensor, or LK CubicDetector Cable, a cable-type sensor that
detects moisture along its entire 1.8-metre length.

For LK CubicSecure and LK CubicDetector to communicate with each other, both products
must be connected to Wi-Fi. Once connected, the user links the products in the MyLK app

Article Intended for Communication Temp. range Packaging

188 26 88 CubicSecure 2.4 GHz Wi-Fi, (802.11bgn) -25 °C - 60 °C 1/1

LK CubicSensor

LK CubicSensor is a compact external moisture sensor with a 1,2 m cable. It connects to the
LK CubicDetector (RSK 1882688) to detect localized water leaks in confined spaces.

Article Intended for Cable length Temp. range Packaging

188 26 87 CubicDetector 1.2m -25 °C - 60 °C 1/1

LK CubicDetector Cable

LK CubicDetector Cable is an external leak detection sensor in cable format where the entire
cable length functions as a moisture sensor. The cable is 1.8 m long and connects to LK
CubicDetector (RSK 1882688) to enable leak monitoring over larger areas.

The flexible cable can be placed along kitchen plinths, under appliances such as dishwashers,
or in other areas where there is a risk of water leakage. The sensing function along the entire
cable allows even small leaks to be detected quickly.

The system can easily be expanded by connecting multiple cables together.

The package also includes a wall bracket for connection to the LK CubicDetector.

Article Intended for Cable length Temp. range Packaging

188 27 36 LK CubicDetector 1.8 m -25 °C - +60 °C 1
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Leakage Unit

LK WSS Mini Start

LK WSS Mini Start is a package with a master unit, a G3/4" motor valve and a sensor. The
package can be used where you want to turn off the water when a water leak is detected, for
example at a water machine or a coffee machine. The system is powered by a 5V power
adapter. Several sensors can be connected for detection on a larger surface.

Article Dim. No. of channels Communication Packaging

LK WSS Mini Standard

LK WSS Mini Standard is a package with a main unit, a G1/2"/G3/4"/G1" motor valve, a sensor
and one leak detector with two sensors. The package can be used where you want to turn off
the water when a water leak is detected, for example a kitchen. The system is powered by a
5V power adapter. Several sensors can be connected for detection on a larger surface.The
leak detector has two sensors, but it is possible to add on more. If the sensor detects water, it
sends a signal to the master unit, which turns the water off. You can also complement the
system with more leak detectors, if you want to monitor multiple locations.

The leak detector communicates wireless, and is battery or externally powered. In total, a
maximum of 16 control panels or leakage detectors can be connected to the main unit.

Article Dim. No. of channels Communication Packaging

LK WSS Mini Plus

LK WSS Mini Plus is a package with a master unit, a G1/2"/G3/4"/G1" motor valve, a sensor,
one control panel and one leak detector with two sensors. The package can be used where
you want to turn off the water when a water leak is detected, for example a kitchen. The
system is powered by a 5V power adapter. Several sensors can be connected for detection on
a larger surface. With the control panel, you can turn off the water directly or with delay and
turn it back on. The leak detector has two sensors, but it is possible to add on more. If the
sensor detects water, it sends a signal to the master unit, which turns the water off. You can
also complement the system with more leak detectors, if you want to monitor multiple
locations.

The control panel and leak detector communicates wireless, and is battery or externally
powered. In total, a maximum of 16 control panels or leakage detectors can be connected to
the main unit.
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Article Dim. No. of channels Communication Packaging
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Water alarm

LK CubicDetector

•   Detects water leaks
•   Wi-Fi alarm notifications
•   Easy to position – no installation required

LK CubicDetector is a type-approved water alarm designed to be placed wherever water leaks
may occur, for example beneath household appliances and taps or on the floor in a utility
room. It sounds an audible alarm immediately on contact with water and sends a notification
to your mobile phone.

The water alarm can be used as a standalone unit or together with LK CubicSecure, which
automatically shuts off the water supply when an alarm is triggered.
In the MyLK app, you can monitor temperature and humidity and receive a warning if the
temperature becomes too low.

Please note: Wi-Fi is required to connect to the MyLK app, receive notifications on your mobile
phone and communicate with LK CubicSecure. Without Wi-Fi, LK CubicDetector functions as
a local water alarm and sounds an audible alarm when it comes into contact with water.

For confined or hard-to-reach areas, LK CubicDetector can be supplemented with LK
CubicSensor, a compact external sensor, or LK CubicDetector Cable, a cable-type sensor that
detects moisture along its entire 1.8-metre length.

For LK CubicSecure and LK CubicDetector to communicate with each other, both products
must be connected to Wi-Fi. Once connected, the user links the products in the MyLK app

Article Intended for Communication Temp. range Packaging

188 26 88 CubicSecure 2.4 GHz Wi-Fi, (802.11bgn) -25 °C - 60 °C 1/1
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Accessories

LK Sensor with branch cable WSS

LK Sensor with branch cable WSS is an accessory to the LK Leak Detector WSS or LK Master
Unit WSS used to connect several sensors to the same unit for detection on a larger area. LK
Sensor with branch cable WSS has an extra connection to connect the sensor that comes
with the device or if you want to add more sensors.

Article Connection Cable length Packaging

LK Branch cable WSS

LK Branch cable WSS is an accessory to LK Sensor WSS and LK Sensor with branch cable
WSS if you want to connect more sensors to the unit.

Article Connection Packaging

LK Extension cable WSS

LK Extension Cable WSS is an accessory to the LK Sensor WSS and LK Sensor with branch
cable WSS that can be used if the sensor cable is too short.

Article Connection Cable length Packaging

LK Input link WSS
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The LK Input Link WSS is an accessory for the LK Water Safety System WSS (packages Start,
Standard and Standard plus). Used for wireless communication between the master unit and
another system such as a home alarm in order to turn the water on and off. A timer function
with delayed shutdown can also be used.

This product is supplied with a cable for connecting the device to external systems, along
with a 5V power supply. 

A total of max. 16 wireless or wired devices can be connected to the master unit in WSS.

Article Voltage Cable length Communication Packaging

LK WSS Mini

Main unit for LK WSS Mini

Article Voltage No. of channels Communication Packaging
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Spare parts

LK Sensor WSS

LK Sensor WSS is an accessory to the LK Leak Detector WSS or LK Master Unit WSS used to
detect leakage.

The length of the detetor is 0,4 m and the connection cable 1 m, in total 1,4 m.

Article Cable length Packaging

LK Pressure sensor G1/2" 4-20 mA

LK Pressure sensor ½” 4-20 mA can be connected to the Master Unit of the LK Water Safety
System WSS. With the pressure sensor installed it is possible to detect minor drip leaks when
the water is turned off. The pressure sensor is supplied with a cable.

Article Cable length

LK T-Piece ¾" m x ½" fm x ¾" m WSS

LK T-piece ¾” WSS can be connected after the valve to the LK Water Safety System WSS.
With the pressure sensor installed it is possible to detect minor drip leaks when the water is
turned off.
The ¾” threads are adapted to LK PressPex Press connection with EuroCone.
Made of DZR brass

Article Dim.

LK USB Programmer WSS
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USB Programmer with cable 1 m for software updating of LK Water Safety System WSS
devices.

Article Packaging

LK Antenna WSS

LK Antenna WSS is a spare part to LK Master Unit WSS (Art.no 40100)

Article Length Packaging

LK Leak Detector WSS

•   More sensors can be connected.
•   Wired or wireless communication.
•   Includes temperature monitoring.

LK Leak Detector WSS is an accessory to the LK Water Safety System WSS (Start, Standard
and Standard Plus). The package includes two sensors for detecting water leaks. The leak
detector is battery operated but can be completed with a power adapter for external power
supply. It is also possible to use LK Leak Detector WSS separately, as a water alarm.

In case of a water leak the detector emits a sound. 

It is possible to connect more sensors to cover a larger area. In total, a maximum of 16
control panels or leakage detectors can be connected to the master unit. 

The leak detector communicates wireless or with cables. Two AA batteries are included.

Article Connection Communication Note Packaging

LK Control Panel WSS
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LK Control Panel WSS is an accessory to the LK Water Safety System if you want to add an
extra control panel or as a spare part. With the control panel, you can turn off the water
directly or with delay and turn it back on. 

The control panel communicates wireless or with cables, and is battery or externally powered.
In total, a maximum of 16 control panels or leakage detectors can be connected to the
master unit.

Two AAA batteries are included.

Article Communication Note Packaging

LK WSS Mini

Main unit for LK WSS Mini

Article Voltage No. of channels Communication Packaging

LK Input link WSS

The LK Input Link WSS is an accessory for the LK Water Safety System WSS (packages Start,
Standard and Standard plus). Used for wireless communication between the master unit and
another system such as a home alarm in order to turn the water on and off. A timer function
with delayed shutdown can also be used.

This product is supplied with a cable for connecting the device to external systems, along
with a 5V power supply. 

A total of max. 16 wireless or wired devices can be connected to the master unit in WSS.

Article Voltage Cable length Communication Packaging

LK Electric Valve 12 V WSS
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LK Electric valve 12 V with ½”, ¾" or 1" internal thread for LK Water Safety System WSS. The
valve can be connected to the master unit if you also want to turn off the hot water or be used
as a spare part to the system. The motor has a knob for emergency release and a position
indicator. Opens and closes with 12 V DC.

The valve is made of stainless steel SS304.

Article Dim. Cable length Packaging

LK Power supply 12 V WSS

Accessory to LK Water Valve 12 V.

Article Voltage Cable length Packaging

188 25 50 12 V DC 1 m 1
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